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�������� �������

 2. �������� �������
������ ���� LG � ������ � ��������� ����� �����
���� ��� ��������
���� � ������-
�������� ��������� �������� �����. ������ � ��������� ����� ���������� ������� 
��� ��������
���� �������� �����.

������ ������� �
 �����-�������� � �������������� 24 � ����������� ����, �����-
›��������, �����������  ���� ��������� �� ��������� ������ �������������� 
� ����������� ��������. ������ ������� � ��������� �� ��� 230 � / 50 ��. � ����� 
�������� ���������� ��������� ������� ���, ��������� ���� ����  ��� ��
 ��-
��������, ��� ��
����� ����������� �������� ������� ����� �������.

2.1 �������� ��������

�������� �������

1 ������ 1 ��. 10 ����� �6 6 ��.

2 �������� 
�������� 1 ��. 11 ���� 4 × 18 2 ��.

3
�������� 
������� ���� 
� ���

1 ��. 12
���� 3,9 × 9,5 
(��������� 
�����)

2 ��.

4
�������� 
������� ���� 
� �������

2 ��. 13 ���›� 8 × 19,5 1 ��.

5
�������� 
������� 
������� � ���

1 ��. 14 ������ 1 ��.

6 ���� 1 ��. 15
�����������  
�� ������� 
� ������������

� 1 ��.

7 ��� Ø 8 × 19 1 ��.

16
����� �����-
��������� 
AT-4N

2 ��.8 ���� �6 × 12 6 ��.

9 ���� 6,3 × 20 12 ��.

�������� �������� ����

17 ���� ��������� (� �� ������ ���) 1 ��.

18 ������ ������ 2 ��.

19 ���� 1 ��.

20 ����� �
�� ��
 ��������� (�����-�����) 2 ��.

������� 1
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��������, ��������������� � ����������

������������� ��������� ������� ������������

������ ������� 
������������� �������� 
������ ��� 
�������;  
�� ��������� ����� ���� 
��� �� «E3»

���������� ��� �������� 
���������� ��� ������ 
 
���������

������� �� �������� ����� 
������  
���������, ��� 
�� ��������� 
����� 
��� ������ ������; ������� 
�� ������ ���� ������ 
 
��������� � ���

��� ����� ������� 
��������� ������ � ������� 
�� ���;  
�� ��������� ����� ���� 
��� �� «E4»

���������� ��� �� ��� 
›������

������� �� �������� ����� 
›����������, ��� �� ��������� 

����� ��; ������� �� ������ 
���� ›���������� � ���

��� ����� ������� 
��������� ������ � ������� 
�� ��� ��� ��������
������ 
��������������;  
�� ��������� ����� ���� 
��� �� «E5»

���������� ��������� �� 
������� �� ���� «Stop»

������� �� �������� ����� 
����������� � ����� «Stop» 
�������  
��������� 
(��� ������ �������), 
��� �� ��������� 
����� ��

��� ����� ������� 
��������� ������ 
� ������� �� ���;  
�� ��������� ����� ���� 
��� �� «E6»

���������� ����� ������� 
�
-
� ��
������ ������ 
��� �
���� ���������� 
������������

������ ����� � �� �� ������� 
�� 10�15 ���, ����������� 
��� ��������� �� ��������� 
�������; � ��������� �� ��� 
������� � ������������� ��� 

��������

� ������ ��������� ������� 
�������� �� ��������� 

�������� ���� ��� �� «E8»

�� ��� �� � � ��������� 
����, �� � ���� ��������� 
����� �� �������� 
�������, �� �� ����

��������� ���� �� ���������� 
~ 20 �� �� �������� «�
���
�» 
� �������� 
������� �������� 
��������� ������� ��������

10. ��������, ��������������� � ����������
������ �
���� ������ ������������� � ����������� ��� � 
������� ����� ����-
����. ���
� ��������� ��
������� �����›���� �������, ������ �������� ����. ���� 
������� � 3 ���� � ���� �
���������. ��������������� ���� ������������� ���� 
������ ������� ��
����� ���������� � ��������� ������ � ������� ������ 
������������� �������.

�����
���� ���������� � ����������� � ������������ � ��������� ������ 
�� ���� ��� � �����
����, ��������� � ����� ���� ����. �
��� 
� ������� �����, ������������� ��������� ��� ��
��, 
������� ���� 
� ��������� ����.

11. ���������� �������������
� ������������ �� �������� ����� �
���� ��� �� ������ ������ �� �������, 

�����������������, ���������, ������������; ��� ��������� ������� � ���������� 
� ���������� (����������� � ���������) ������
����, �������
��������� 
� � ����� ����� ���������� � ������������� �� ������ � �������� � ���������.
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�������¢ ������������ �� ������� �������

1. �������¢ ������������ �� ������� �������

 Y �� ���������� ������� ������� ��›�������, ��� �����¡����  
���. ��� �������� ������� 
������ ������� ��� ������ ���� ��›�������. � ����� �� ���������� ��� ���������� 
������������!

������, ����������, ��������� ����� ������ � ��������, 
����� � ����������� �� ��-
���� � ������������ ������� ������������ �����›��������� � �������� ›��������.

��������� 
������  
���, ������������� ������� ������������ ���������� � ��¡� 
���������¡�.

�� 
����� ������ ����������, �� ���������� ����������	, ����������� �� �� ��� ��-
������
������ ����� (�� 12604, �� 12453, �� 13241-1), � ����� ����� �������� ������� 
������ � ��������.

������, �������������, ������������ �� ����������� ���� � 
 ��������� ����� ��¡	 
���������	 � �������¡����, �������� � ��� ���������� ���������, ������ �� 
������� 
�����.

� �������¡���� ������ 
��� �  ���-��� ����� ����������	 ���� � � ������������ ����-
 � � 
� ���
�������. ���� ��� � �� ���������������� 
�  ���-��� �����, ��������� 
���������������� 
������ ���� � � � ������������� � 
� ���
�������.

����  ��������������� ��� ����������	 � ����� ���������� � � ���
������ ��� ����-
�������� � ����������, �������� � � �� ���� 
������ ��������.

� ��
� ��������  ���-���� �� �� (������, �����, � ������������, ������ ����) � ���-
������ ������� ������� ���������� ���� �������. ¢��� ������������ ������ �� �-
��¡ ��
� 
���� ���������, �� ���������� �� �����: «�� �����
�. ����
	 ���» � ������� 

������, �� ������������� ����������� ���������	 ������ �������.

� ��
� ���������� �� �� ������� (������� �����) ���� 
����� ������� �������-
���� ����������� ���� ���� � � ����������� �������	 ���� �.

��������� 
������  
��� ��� ��� ������������ ������� �����: 
� ��������� ����� � ��
��� �� �����; 
� �������� ����� 
 ��
���, � ������� 
� ��� ����; 
� � ����������� ��
���� 
 �������� ����������; 
� � ��������� �� ����� ������� ������; 
� � ���������� ������ ����, � ��������� ����, � 
������ ���� ������ 

� � ��
������; 
� � �������� ����� ������ �� ������ ���� � � ��
�������� ����� 

������� �������; 
� 
� 
��� ����� ������ �� ��
���; 
� ������������� ������ ������ ���� ��������; 
� 
� �����¡���� ������������ ������� ����� 
 ������������ � � �›�����.

�������� 
 ����¡ 
� �� �� ����� ������� 
���� �� ��¡	 ���������	 �� ����������	 ���� � 
 
 ���������� �����������, 
 ����� ��� ����� ���� ���� ›������������ ���������� 
�� ���
������.

����� ��¡	 ���������	 � ���  ��� ��������� ��� ��������� ����
��.
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���������¢ �¢���������

 Y ������������� ���� ��
 ��������� ������ ��� ��� �������, � ��
� ������� ������� � � 
����������� ������� ��������	 ����. 
� ��
� �������������� ��
 ��������� ������ ������� �������������� �������� 
�����, ���� ������� ����� ���� ���� � � ��������; ���� ������ � �� ������ 
� �������
�. ����� ������ �� � ����! 
� ��
 ���������� ����� ������ ����� �������� ������ 
 �������� ���������.

5. ���������¢ �¢���������

 Y ��� �������� �� �� 
 ���������� �� ����� ���������� � ����, �� �������� 

���������.

��� ��� ������������ �� ������� ���������� ��������� �������	� (���������) �� -
����� ����������� ����������, �� ���������. ��������� ���������� ��� ���
���� 
�� ������ 
 ���� �������.

������������� ��������� �������	 (��������), �� �������¡ �������� ALUTECH (� ���� ���-
�� ��-������). �������� ALUTECH � �� ���������������� 
� ���� ����� �� ��� ��������	 
������ � ��
� ������������ ���������� �������	�, ����������� ������ ���� ������.

¢��� �� ��� «PH1» � «S» ����� �������	 � ���������, �� �������  ��� ���������� ��-
�����. ¢��� �� �������� ��� ��������� ��������  
���, �� 
������ �������.

��� ������� �� ��
������� ���������� ���������� �������	�, ������ ������������ 
�� ��������	 �������� ������ �������. ��������� ������ ���� �� 
������ � �������� 
������ (���. 22).

� �� ���� 4 ������� �������� ��
������� ������� ��� ���������� ���������� �������	�. 
���� ���������� �� ��
������ ����
��� �� ���. 23.

�� �������� 24�28 ����
��� �������� ���������� ���������� �������	� (���������) 
�������	 ALUTECH:
� ������� 24 � ���������� ���������	 ����� �
 � �������� ������.
� ������� 25 � ���������� ›���������.
� ������� 26 � ���������� ›��������� �
 ›�����¡� «�������».
� ������� 27 � ���������� �������	 ������  
���.
� ������� 28 � ���������� �
�������	 ������  
���.
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����������¢�

� �������������� �������� ��� ������ � 
��� �� ��
���, � ����� ��� ������� 
 
����	 ����������	. �������� �������� ��� �� �������� ��›��������� ��� , �� 
����������� ������, ��� ������ � 
��� �� ��
���, � ����� ��� �������  
����	 
����������	.

8. ����������¢�

 Y ����  � ������ ����������������� ������ � � ��� ��� 
 � ������ ›�
������, 
��������� � � ��
������� ������������, � ����� ��� ��� 
 ���������� �������� 
� 
�������.

� ������ ����� ������� 
 ����������� �������. ������ �������� ��
�������� 
��
� 
���� ���������� ����.

������ � �������� 
� ������, �� ���������, � � ������ �������.

��� �������� ���� ������� ���������� � ����, �� � � 
����� 
��� ����� � ��-
 ������ ����, �������, ����������� 
��� � � � ������. ����������� 
� ����� �����. 
�� �����¡���� ���������� ��
 ������ ���� � ������������ 
��� ��, ���� ������ 
���������.

�������� � ������� ��� ��� ������������ ������� ��
 ��������� �����, �������� 
�������� ������ ������ ������ ������ ��
 ���� ���� � � ������� ������, � � 
��
 �����������.

ƒ������� �������� �� ��� �������	�  
���.

�������� �������� �������� ������, 
����� �������� �� ��, ������� � �������� 
�������� �� ��������� �
��� 
���������, ���������� � � �������� ���������. �� �-
����¡���� ������������� ��������, �� ���� ���� ������ � � ����������, �������� 
�›�� ����������� � � ���������  ����������� ����� ������ ���
���� �� ������ 
� � ������� ���� �.

�������� ������ ��¡ ����������� ��������� � ������������ ��� �������	 ›������	 �� 
 
����	 �� ���. ������ � ������������ ������ ����������� � ������� ������������� 
�� ������ ����������� ���������, ���
���� � ��� ���������	, � ����������� ����� 
������� 
�������	�, �
 ����������� 
������  
���. ������ � ������������ 
�������� � ���� 
��� ���� ��
 �� 6 �������. ��� ��� ��������� � ������������ �� �����:
� ������ 
��������� ������ ��������, 
������� ����� �� �������� 

������������. �������� ��� ����� �� ��
��, �� ����� ����������� ����� 
���������. 
������������� ����������� 
������ ������� ���� ����.

� ������ �������� 
������� ����� � ������� ���������. �� �� �������� 
�������� 
��������������� ������� �������.

� �������� 
������� ������� ������� � �������	�  
���. ������� �� ��� 
� ��������� 
�⁄���	 ������	 �������. �� ������ 
������������ ��� ������: ������ �������, 
�������� �������� �����, ������� � � ����.

� �������� ������� ���������� �� ���
���� ��
���� 7. «������� �� ��� �� ������ 
� �����������».

 Y ���� ��� � 
������¡  
���������� �������� ������� �����, ������� � �������	� 
����������, 	� � ������������ �� ����������	 �� � ��� ����������� 
�  
��� �������, 
����������	 �� ��������� � ������������ ��������	 ������.
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����¢�����, ��������������� �� ����¢���¢�

��������¢��� ¢���¢��� ������� ����������¢¡

��� ������� ������� �������� 
������ � ������¡ �� ���; 
�� ���������� ������ ���� 
������� «E4»

��� ���¡���� ������� ��� ��� 
›�������

������ ����
�������� 
›���������, 
� �� �������� 

������� 	�; ������ �� ����� 
���� ›��������� � ���

��� ������� ������� �������� 
������ � ������¡ �� ��� 
� � ���������� 
�����¡����; 
�� ���������� ������ ���� 
������� «E5»

��� ���¡���� 
������ �� 
������� �� ���� «Stop»

������ ����
�������� 
���������� �� ����� «Stop» 
������  
��� (� � ��������� 
�������), ��� �� �������� 

������ 	�

 ��� ������� ������� �������� 
������ � ������¡ �� ���; 
�� ���������� ������ ���� 
������� «E6»

��� ���¡���� ������ ������� 
��
 ������� ���������� 
� � 
������ ��������� 
�����������

��� ��� ����� � �� ��� 
������� �� 10 � 15 ��, ��������� 
��� ��������� ���� ���������� 
������; � ��������� �� ��� 
������� 
 ������������ ��� ��� 

������

� ������ ������������ 
������� ������� �� 
���������� 
�����¡���� ���� 
������� «E8»

�� ���� � � � ����������� 
����, � � ���� ����������� 
���� ��� �������� 
«���������», ��� ����� ��

���������� ���� �� �������� ~ 20 �� 
��� �������� «��������» 
� �������� 
�������� �������� 
������������ ������� �������

10. ����¢�����, ��������������� �� ����¢���¢�
� ������� ���� � ������� 
������������ � ����������� ������� � 
������� ����� ���-
�������. � ����� ��������� ������ �����›���� ������, ������ �������� �������. 
����� 
 ������ � 3 ���� 
 ���� �����������. ��������������� ��� 
������������ 
����� ������ ������� ��
����� ���������� 
 ���������� ������ � ������� ������� 
������������� 
��� �.

�����
���� ������¡���� ���������� �� ����������� � �������� ����� �
 ���� �� 
�� �����
���	, �� ����� � ���	�� ���������. ����  � ������� ������, �� ������-
���� � 
��� ��� �����, 
�����⁄� ���� � ������������� ��������.

11. ������¢�¢ �����ƒ������
� �������¡���� ����
�������� ���� � ��� ���������� ������ ���� 
 �������, 

���������������, ������������, ����������	; 
� ����� ��������� ������� �� ��������� 
� ������������ (���¡������� � ��������) ������
���¡�, �������
������ � �›�� ����� 
���������� �� ������������ �� ������ � ������ � ������������.

� ����������� ����� ����������	 ��������� _____________________ � � �����¡���� 
 ���� 
������� ���� � ��������� � � 
 ���� �����������, ���� ���� ������� �������.

� �������� ������������ ������ �����������, �� ������� 
 ���� ���� ����, ���������� 
�������� ���� ��, �� 
������¡ ��������� � ������������. 
�����
��: 
������ 
� �������¡� ����� ������ ��������� �������	 ���� �, �� 

���������� ����� ���� �.
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�¢������¢ ��� ������� � ���¢�� ������¢���� ��������������

13. �¢������¢ ��� ������� � ���¢�� ������¢���� 
��������������
��������� ��� ������� ������
���� ______________________________________________

����� �������� �� �� ________________________________________________________

 _____________________________________________________________________________

 _____________________________________________________________________________

 ���� �������� ������ ______________________________
 �����, ������, ���

 �.�. ������ ��� �, 
  �������������	 
� ����� _____________ _________________ 
 ������ ��
��›������� �������

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 
��������� ��� ������� ������
���� 
����� �������� �� �� ________________________________________________________

 _____________________________________________________________________________

 _____________________________________________________________________________

 ���� �������� ������ ______________________________
 �����, ������, ���

 �.�. ������ ��� �, 
  �������������	 
� ����� _____________ _________________ 
 ������ ��
��›������� �������

14. �¢������¢ ��� ������¢���¢�

 Y ����	 ��������� ������������� ��
����� 
� ������: 
http://www.alutech-group.com/product/other/auto/DOCUMENTS/

���� ��� � ����	. ���� ���:«Shanghai Baolu Technology Co., Ltd.» 
«������ ����� ��������� ��., ���.» 8/�, ����� £������� ����, 3009 ����� ����,  
201100 ������, �����. ��.: 0086 21 54888982, ›���: 0086 21 54888926

£������ � ����	�� / ������������ ���������� ���� ���� � ����	��: 
��� «�����-�», 07400, ������� � �., �. �������, ��. ����
��� 61, ��. (044) 451-83-65

�������¢ ��������
 ______________________________________________________________________________

 ______________________________________________________________________________

 ______________________________________________________________________________

 ______________________________________________________________________________

 ______________________________________________________________________________

 ______________________________________________________________________________

 ______________________________________________________________________________

 ______________________________________________________________________________
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GENERAL WARNINGS AND SAFETY RULES

1. GENERAL WARNINGS AND SAFETY RULES

 Y This manual contains important information concerning safety. Prior to commencing installation 
study closely all the information provided below. Save this manual for future reference!

Mounting, connections, �nal tests of the equipment, commissioning and maintenance should 
be performed only by quali�ed and trained specialists.

Follow the precautions provided by any active regulatory documents and by those in this manual.

Please, ensure compliance with the requirements of standards concerning the construction, 
mounting and operation of automated doors (EN 12604, EN 12453, EN 13241-1), as well as other 
possible local rules and regulations.

Mounting, programming, con�guration and operation of the product in violation of the require-
ments are prohibited, as this can result in damages, injuries and cause losses.

Making any changes in any elements of the product structure and unintended use of the product 
are prohibited. The manufacturer is not liable for any damages, caused by unauthorised changes 
in the product or its unintended use.

The product is constructed for use in dry buildings and is not intended for use in the presence 
of acid, salt or explosion hazard media.

When performing any works (mounting, repair, maintenance, cleaning etc.) and connections 
inside the drive, disconnect the mains circuit. If the master switch or similar device is out of 
sight, then attach a safety sign stating: §Do not turn on. People are working⁄ and take measures 
preventing the possibility of accidental restoring the power supply.

In the case of power cable (power cord) damage, it should be replaced by a manufacturer⁄s 
specialist or maintenance department specialist.

Please, follow the safety measures when using the power cable: 
� fully insert the plug into the socket; 
� when taking the plug out of the socket do not pull by the cord; 
� do not use a socket with bad contacts; 
� do not touch a plug with wet hands; 
� do not damage the power cable, do not twist the cable, do not bend and do not stretch it; 
� do not place heavy objects on the power cable and do not place it near hot objects; 
� ensure easy access to the socket; 
� use only the power cable supplied by the manufacturer; 
� it is forbidden to use a defective or damaged power cable.

The company reserves the right to introduce changes in this manual and the product construc-
tion without prior noti�cation, but preserving the same functional capabilities and designation.

The content of this manual cannot be used as the basis for legal claims.

2. PRODUCT DESCRIPTION
LG series drive with a drive rail is designated for the automation of balanced sectional garage 
doors. The drive with a drive rail establishes it as a set for the automation of a garage door.

The drive consists of a gear-motor with electric motor, 24 V DC transformer, electric control unit 
with built-in radio control module and LED lighting. The drive is powered from by 230 V / 50 Hz 
mains power. In the case of temporary loss of mains power the drive rail can be released, which 
will allow the door leaf to be operated manually.
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PRODUCT DESCRIPTION

 2.1 DELIVERY SCOPE

DRIVE SET

1 Drive 1 pc. 10 M6 Nut 6 pcs.

2 Door bracket 1 pc. 11 4 × 18 Screw 2 pcs.

3
Bracket to 
mount the rail 
on the wall

1 pc. 12 Screw 3.9 × 9.5 
(drill-point) 2 pcs.

4
Bracket to mount 
the rail on the 
ceiling

2 pcs. 13 Dowel 8 × 19.5 1 pc.

5
Bracket to 
mount the drive 
on the rail

1 pc. 14 Split pin 1 pc.

6 Support 1 pc. 15
Assembly 
and operation 
manual

� 1 pc.

7 Axis Ø 8 × 19 1 pc.

16 Remote 
control AT-4N 2 pcs.8 M6 × 12 bolt 6 pcs.

9 6.3 × 20 screw 12 pcs.

DRIVE RAIL KIT

17 Drive rail (assembled) 1 pc.

18 Suspension strip 2 pcs.

19 Rod 1 pc.

20 Release unit part (ball-handle) 2 pcs.

 Y Upon receipt of the product, please check the completeness of the kit and make sure all the 
kit components do not have any visible damage. In case of any missing components, please 
contact the product supplier. 

Fixings (dowels, anchors etc.), required for �xing the components to the wall and ceiling, are not 
included in the kit, as their type depends on the material and thickness of the wall, on which 
they are installed.

Table 1
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2.2 TECHNICAL SPECIFICATIONS

PARAMETER LG�600F LG�800 LG�1000F LG�1200

Maximum pulling force, N  
(force for the door to start moving) 600 800 1000 1200

Rated pulling force, N  
(force to support the door movement) 300 350 400 450

Maximum door opening speed, m / s 0.2 0.15 0.2 0.15

Speed at nominal force, m / s 0.09 0.06 0.08 0.06

Power 230 V (– 10 %) / 50 Hz
Power consumption at rated force, W 280 220 400 330
Maximum door area*, �m2� 8.4 11.2 16.0 18.6
Maximum use intensity, cycles / hour 7 8 6 7
Maximum time of continuous operation 4 minutes

Time of illumination after the door stops moving This parameter is regulated in the range ~ 0 � 500 s; 
default value is 30 s

Remote control 433.92 MHz / dynamic code / 
maximum 64 remote controls

Protection class I
Protection degree IP20
Working temperature range � 20 ° ��+ 50 ° �
Weight (NET), kg 4.9 4.6 5.1 5.4

 Y All speci�ed technical speci�cations are valid at ambient temperature + 20 ” � (– 5 ” �). 

PART NO. RAIL TYPE MAXIMUM DOOR HEIGHT, � *

LGR-3300B belt 2430
LGR-3600B belt 2730
LGR-4200B belt 3330
LGR-3300C chain 2430
LGR-3600C chain 2730
LGR-4200C chain 3330

* the data shown is for standard mounting of ALUTECH sectional garage doors.

The sizes (overall, connection, mounting dimensions), which are ensured by the scope of supply, 
are presented in g. 1.

3. PREPARATION FOR ASSEMBLY

 Y Please check the condition of all components and materials for their suitability and 
compliance with the applicable regulatory documents in force. The applied instruments and 
materials should be fully intact and comply with the safety norms, standards and instructions 
in force.

Please, make sure that the door construction is suitable for the automation.

Please, make sure that there is enough space for the drive system and its operation.

Table 2 — drives

Table 3 — rails
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MOUNTING

Do not perform any electric connections while laying the electric cables. Make sure, that the 
cables are isolated and therefore not live.

Prior to mounting:
� determine the place, where each component of the drive system will be installed. 

Fig. 2 presents a typical diagram of the garage door automation. Together with the user, 
determine the places for the installation of the control devices.

� Determine the scheme, according to which all the electric devices of the drive system will be 
connected.

� Lay the electric cables to the places, where the drive system components are to be installed, 
complying with the regulations in force.

� Remove unnecessary parts (ropes, angles etc.) and disconnect all the unnecessary equipment.

4. MOUNTING

4.1 DRIVE RAIL AND DRIVE MOUNTING

Recommended mounting procedure:
� determine and mark the mounting line in the middle of the door (fig. 3). If mounting 

cannot be performed in the middle of the door, it acceptable to mount at the distance 
not exceeding 100 mm to left or to the right from the middle of the door.

� Install the door bracket using eight 6.3 × 20 screws (fig. 4). Drill Ø 5 mm holes in the door leaf 
metal.

 Y Limit the drilling depth during drilling. Do not allow through drilling of the door leaf.

� Install the rail fastening bracket on the wall on the drive rail using two �M6� × 12 bolts 
and two M6 nuts (fig. 5A). The product construction allows turning of the bracket by 90 ° 
in relation to the rail during installation (fig. 5B), e.g., to mount the rail on the ceiling without 
suspension strips.

� Mark the rail fastening bracket installation area on the wall (fig. 6 ). The clearance between the 
rail and the maximum (top) spot of the door movement should be 20�50 mm.

� Fasten the rail fastening bracket on the wall (fig. 7).

 Y Fixings (dowels, anchors), required to install the rail, should be selected to comply with the 
type of construction surfaces present (material and thickness of the wall or ceiling). They 
are not included in the kit. The �ttings should be able to bear the weight of the rail with the 
drive �tted and resist the force required to open and close the door. Beware of wear and 
deformation, which will occur in time.

� Install the brackets, fastening the rail to the ceiling, on the drive rail (fig. 8).
� Install one bracket at the distance 180 � 220 mm from the rail edge (fig. 9).
� Install the second bracket in ensuring position which ensures the best stability of the rail. 

For example, at 1 / 3 from the door opening (fig. 10).
� Position (align) the rail in relation to the door construction (fig. 11). Adjust the position of 

the brackets of the rail and determine the necessary distance L from the rail to the ceiling 
(suspension distance).

� Install suspension strips on the brackets, fastening the rail to the ceiling, and align them 
(fig. 12). Fasten the suspension strip on the bracket using two �M6� × 12 bolts and two �M6� nuts.

� Bend the suspension strip on two sides, preserving the previously measured size L and bend 
angle (fig. 13). Fasten the suspension strips on the ceiling using fixings (dowels, anchors).



������� LEVIGATO ������ LG� | ������� LEVIGATO ������ LG� | LEVIGATO DRIVES �LG SERIES�64

ELECTRICAL INTERFACES

  Y The suspension strips ensure the maximum L distance is 110 mm. In case of a larger L distance 
use additional suspension strips (not supplied) and additional �xings.

� Install the rod on the rail carriage using the Ø 8 × 19 axis and two 4 × 18 screws (fig. 14). 
Fully tighten the screws.

� Install the rod in the door bracket using the 8 × 19.5 pin and a split pin (fig. 15).
� Move the door leaf into the open position and determine the place to install the support 

(fig. 16). Install the support at a distance of 20 mm from the rail carriage. Fasten the support 
on the rail using two 3.9 × 9.5 screws. The support serves as the point of full opening of the 
door when programming the final positions and a control point during operation in case 
of abnormal situations.

� Install the drive on the rail and fasten using the bracket and four 6.3 × 20 screws (fig. 17). 
The product construction allows the drive to turn by 90 ° in relation to the rail during 
installation (fig. 1).

 Y Manually install the drive on the rail with care, slightly press behind the star-wheel opening 
on the rail and the output shaft of the drive will become aligned. Do not use force, as this can 
damage the external appearance or break the drive. 
In cases when the drive rail is fastened to the ceiling without suspension strips, install the 
drive on the rail beforehand. Ensure its integrity during further mounting operations.

� Ensure the necessary length of the release cable. The manual release cable should be located 
at a height not less than 1.8 m. Make a tie on the end of the cable and clamp it with the two 
halves of the ball-handle (fig. 18).

� If necessary, pull and release the drive belt / chain from the rail, tightening or loosening the 
nut at the flat end of the rail (fig. 19). Remember that if excessive tension is applied, increased 
wear of the rail components is possible, and in the case of insufficient tension, slackness and 
unpleasant noise during operation are possible.

4.2 MANUAL RELEASE

The rail carriage can be released, allowing the door to be moved manually. To release the rail 
carriage and move the door leaf manually, pull down the manual release cable (fig. 20). To return 
the carriage into the locked position, press the button on the carriage (fig. 21), and then move 
the door leaf until the carriage connects with the rail grip.

 Y Use the manual release only during installation, in case of drive failure or loss of electric power. 
In the case of release activation, uncontrolled movement of the door is possible, if the door 
springs are weak or broken; if the door is not balanced. Be careful and attentive! 
Move the released door only at a moderate speed.

5. ELECTRICAL INTERFACES
Prior to commencing the wiring operation, make sure that the wire is not §live⁄.

When using and installing additional electric devices (accessories) follow the manuals supplied. 
Incorrect connection can result in the failure of the drive.

Use only additional devices (accessories), o'ered by ALUTECH (including AN-Motors). ALUTECH 
does not bear responsibility for unstable operation of the drive system, if additional devices, 
produced by other manufacturers, are used.

If no devices are connected to terminals §PH1⁄ and §S⁄, crossovers should be installed. If a safety 
device is connected to the terminals mentioned, remove the crossover.
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ADJUSTMENT

6. ADJUSTMENT
The adjustment of the drive is performed using the board with buttons  

    

A display is used for indication (g. 30).

Table 6

P1�SETTING THE DOOR POSITION

1
P1�F1�Setting the �nal positions

The OPEN and CLOSED positions are set 
manually

1.1
Press and hold  
for about 5 secs to enter the 
programming mode

1.2
Using  and  
select program §P1⁄ on the 
menu

1.3 Press  

1.4
Using  and  
select function §F1⁄ on the 
menu

1.5 Press  

1.6

Using  or  
set the door in the OPEN 
position.
ATTENTION!  
In the OPEN position the 
carriage rail should be at 
a distance ~ 20 mm from 
the support; installation of 
support is compulsory

1.7 Press ; after that a dot 
will appear on the display

1.8

Using  or  
set the door in the CLOSED 
position. 
ATTENTION!  
Avoid excessive pressing 
of the door leaf against the 
doorway in the CLOSED 
position

1.9

Press ; after that a dot 
will appear on the display. 
ATTENTION!  
Automatic movement of the 
door begins immediately

1.10 The door automatically moves 
to the OPEN position

1.11

The door automatically 
moves to the point of contact 
between the carriage rail and 
support

1.12 The door automatically 
returns to the OPEN position

1.13 The door automatically moves 
to the CLOSED position

1.14

After completion of all 
positional settings of the 
door, §F1⁄ inscription will 
appear, to exit the setup 
menu press  or twice 
or wait for 15 seconds

2

P1�F2�Setting the §pedestrian⁄ position

Setting the PEDESTRIAN position (can be used as 
the VENTILATION position): command can only 
be set from the remote-control board

2.1
Press and hold  
for about 5 secs to enter the 
programming mode

2.2
Using  and  
select program §P1⁄ on the 
menu 

2.3 Press  

2.4
Using  and  
select function §F2⁄ on the 
menu
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36

P8�F4�Switching the signal lamp operating 
mode to light lamp operating mode

This option allows you to operate a connected 
external light lamp, instead of the signal lamp; 
the operation of the light lamp is set according to 
the algorithm, similar to that of the built-in drive 
internal light

36.1

Enter the programming mode 
(similar to items 1.1�1.5 from 
Table 6). Select program §P8⁄ 
and function �F4�

36.2

§no.��output §SL / LL⁄ works in 
the signal lamp mode,
§on.��output §SL / LL⁄ works in 
the external light lamp mode,
Default value�§no.⁄

P0�RESETTING TO DEFAULT SETTINGS  
�EXCEPT REMOTE CONTROLS, RECORDED IN THE DRIVE MEMORY�

37 P0�F0�Resetting to default settings (except 
remote controls, recorded in the drive memory)

37.1

Enter the programming mode 
(similar to items 1.1�1.5 from 
Table 6). Select program §P0⁄ 
and function �F0�

37.2 The display will show 
symbols §- -⁄

37.3

Press  and hold it 
for about 5 secs, until a dot 
appears on the display, this 
means, that all drive settings 
are to default  
(except remote controls, 
recorded in the drive 
memory)

37.4
To exit the programming 
mode press  three 
times or wait for 15 seconds

7. TESTING AND COMMISSIONING
This is an important stage of drive system installation. The test is performed as follows:
� make sure that the full scope of the instructions in section 1. §General warnings and safety rules⁄ 

and other requirements of the manual are complied with.
� Ensure stable and secure mounting of the drive and the guide rail.
� Unblock the drive (section 4.2. §Manual unblocking⁄). Manually open and close the door several 

times. Make sure, that there are no points of increased resistance to movement, and there are 
no assembly and setup defects. Return to the blocked state.

� Perform the full OPEN�CLOSE cycle. Make sure, that the door moves in the required directions, 
the leaf of the door moves smoothly. At the end of opening and closing the door moves 
slowly.

� Check the guide belt tension degree and tighten if necessary (fig. 19).
� Make sure that the integrated LED backlight is functioning. It is active when the door is moving 

and for a set time after the door stops.
� Check the correct working of the connected control devices (control buttons, remote controls).
� Check the correct working of each connected safety and alarm device (photocells, movement 

stop devices, lamps etc.). Check the photocells for the absence of interaction with other 
devices, to do so�close the optical axis: first close to TX-photocell (transmitter), then close to 
RX-photocell (receiver) and then in the middle, between the two photocells. Make sure that in 
all cases the drive properly reacts to the activation of photocells (during closing the door stops 
and then fully opens).
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� Check the ability of the drive to identify the interaction with foreign objects during closing. 
Put a 50 mm high obstacle on the floor. When the door contacts the obstacle during door 
closing, the drive should stop the door and open completely. If required, adjust the force 
(section 6 §Adjustment⁄).

Commissioning of the drive system can be done only after successful completion of tests. Partial com-
missioning or temporary operation are forbidden.

Commissioning requires the installer to:
� prepare and keep technical documentation for the automation set. The documentation 

shall include: general drawing, circuit layout, assembly and operation manual, as well as 
maintenance schedule.

� Fasten a permanent sticker or a sign next to the door with the description of unblocking and 
manual opening of the door.

� Fasten a permanent safety sticker next to the door in a visible place, containing the instruction 
with the following meaning: §Attention! Automatic drive. Do not stand close to the door 
because of the possibility of unexpected activation. Children are not allowed to stand near 
the door during its movement⁄.

� Fasten next to the door or to the fixed control units in a visible place, stickers with a warning 
about possible jamming with the following meaning: §Attention! Jamming risk! Regularly check 
and regulate, if necessary, so that in case of contact of the door leaf with a 50 mm high object, 
placed on the floor, the direction of the leaf movement changed to the opposite direction, 
or such subject could be freed⁄.

� Pass the filled §Assembly and operation manual⁄ to the user (owner).
� Prepare the §Maintenance schedule⁄ and give it to the user (owner).  

Instruct about maintenance rules.
� Instruct the owner about the existing hazards and risks, and inform about safe operation rules. 

Explain to the owner the need to inform the persons operating the door about the existing 
hazards and risks, and about safe operation rules.

8. OPERATION

 Y The product shall not be used by children or persons with limited physical, sensory or mental 
abilities, as well as persons with insu¤cient experience and knowledge.

Do not let children play with control elements. Remote controls shall be stored in areas, un-
reachable by children.

Do not touch moving door or moving parts.

Before starting movement of the door make sure, that no people, animals, vehicles or objects 
are in the danger area of the door. Monitor door movement. Passage of people and vehicles 
through the moving door is prohibited.

Be careful when using manual unblocking of the door, as an open unblocked door can fall quickly 
because of many factors such as slack or broken springs, or the door being poorly balanced.

Check the operation of safety devices every month.

Regularly check the drive system. In particular, check cables, springs and mounting hardware, 
for the signs of wear, damage or imbalance. It is prohibited to use a door requiring repair or 
adjustment, as the mounting defect or incorrect balance of the door may result in injury or 
product failure. 

Perform scheduled maintenance of the drive system to ensure e¤cient and safe operation. 
Scheduled maintenance shall strictly comply with the existing regulatory documents, instructions 
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in this manual, instructions for other involved devices, and following the safety rules. Perform 
scheduled maintenance at least once every six months. 

Scheduled maintenance shall include:
� check the wear of the set elements, paying attention to oxidization of the components. 

Replace all parts and units with an unacceptable degree of wear. Use original parts from the 
manufacturer.

� Check the correctness of the door stop in its final positions. If necessary, reprogram the final 
positions.

� Clean external surfaces of the drive and safety devices. Clean with the help of a soft moist 
cloth. The use of the following for cleaning is forbidden: water jets, high pressure cleaners, 
acids and alkali.

� Perform the check according to the instruction in section 7. §Testing and commissioning⁄.

 Y The manufacturer does not perform direct control of the mounting of the door, drive and 
automation devices, their maintenance and operation, and cannot be responsible for the 
safety of the drive system mounting, operation and maintenance.

9. TROUBLESHOOTING

 Y In case of a failure, which cannot be repaired, based on the information provided in this 
manual, consult the service department. Information about the service department can be 
obtained from your supplier (vendor, installation company).

FAULT POSSIBLE REASON RECOMMENDATIONS

Drive does not work  
(ALUTECH logo on the drive 
is not lit; display does not react, 
when buttons on the front plate 
are pressed)

No supply voltage or fuse 
is blown

Check the supply voltage. 
Check, and if necessary, replace 
the fuse (fuse parameters should 
comply with the marking)

Drive is not controlled by the 
remote control (indicator on the 
control is not lit)

Remote control code is not 
recorded in the drive control 
unit memory

Record the remote control in the 
drive memory

Drive is not controlled by the 
remote control or the distance 
of the remote-control operation 
is small

Low battery in remote control Check the remote-control battery 
and replace, if necessary

Drive works after a command, but 
the door does not move

The drive rail carriage is not 
blocked Block the drive rail carriage

Door does not stop in �nal 
positions

Final positions have changed 
due to abnormal situation

When an obstacle is found, the drive 
will independently specify the �nal 
positions during next opening based 
on the support, installed on the rail

Drive does not react to obstacles 
on the optical axis of photocells 
during door operation

Photocells are malfunctioning or 
the incorrect operating mode of 
the photocells is selected

Check the performance of 
photocells, replace, if necessary; 
check the selected photocells mode 
in the menu

Table 8
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FAULT POSSIBLE REASON RECOMMENDATIONS

The drive stops during opening 
and performs independent 
reverse movement when 
closing; the indicator shows error 
number §E1⁄

Obstacle, resulting in force 
(power consumption) excess, 
is found

Make sure that there are no obstacles 
and check the correct operation 
of the door (absence of §jamming⁄ 
during operation; correct balance 
etc.); if necessary, increase the 
permissible force values  
(functions �P5��F1 and �P5��F2)

The drive stops during opening 
and completes independent 
reverse movement when 
closing; the indicator shows error 
number §E2⁄

Photocells are activated

Check the performance of 
photocells, replace, if necessary;  
check the selected photocells mode 
in the menu

The drive performs independent 
reverse movement when 
closing; the indicator shows error 
number §E1⁄

Optical sensors of safety margin 
are activated

Check the performance of 
the safety margin, replace the 
failing components, if necessary; 
check the selected safety margin 
mode in the menu

The drive does not start working, 
when command is given; the 
indicator shows error number §E4⁄

Error occurred during phototest
Check the performance of photocells, 
replace, if necessary; check the 
selected photocells mode in the menu

The drive does not start working 
or spontaneously stops, when 
command is given; the indicator 
shows error number §E5⁄

Tripping occurs based on the 
signal on input STOP

Check the working condition of the 
safety elements, connected to the 
STOP input (or crossover presence), 
replace them, if necessary

The drive does not start working, 
when command is given; the 
indicator shows error number §E6⁄

The drive overheats due to 
excessive heating or excessively 
intensive operation

Take a break in drive operation 
for 10 � 15 minutes, su¤cient for 
the internal elements to cool down; 
do not allow operation of the drive 
with the intensity exceeding the one, 
stated above

Error number §E8⁄ is shown on the 
indicator when the �nal positions 
are being set

Either support is not installed 
on the rail, or the support is 
installed at a larger distance 
from the OPEN position, than 
required

Set the support at a distance ~ 20 mm 
from the OPEN position and repeat 
the �nal positions adjustment 
procedure

10. STORAGE, TRANSPORTATION AND DISPOSAL
The product shall be stored in its packaging in closed dry spaces. Do not expose to atmospheric 
precipitation or direct sunlight. Shelf-life is 3 years from the manufacture date. Transportation 
can be performed using all types of covered ground vehicles, with measures to prevent shock 
and movement inside the vehicle.

Disposal of the product shall comply with the regulatory and legal requirements on 
recycling and disposal, valid in the user⁄s country. The product does not contain 
substances, posing danger to life and health of people, and environment.
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11. WARRANTY OBLIGATIONS
� The operational capacity of the product is guaranteed only when the rules of its storage, 

transportation, adjustment, operation are followed; when mounting and maintenance 
(timely and due) is performed by an organisation, specialising in the sphere of automation 
and authorised to perform mounting and maintenance operations.

� The warranty period is _____________________ and starts from the date of product delivery 
to the Customer or from the production date, when the delivery date is not known.

� During the warranty period the defects, caused by the Manufacturer, are repaired by the 
service department, providing warranty maintenance. 
Note: the parts, replaced by the service department, performing the product repair, become 
the department⁄s property.

� Warranty is not applied in the following cases:
 � violation of storage, transportation, operation and mounting rules;
 � mounting, adjustment, repair, remounting or modification of the product by persons, 

not authorised to perform such works;
 � damage of the product, resulting from unstable work of the power supply system or non-

compliance of the power supply system with the values, established by the Manufacturer;
 � damage of the product, caused by water penetration;
 � force-majeure (fires, lightning, floods, earthquakes and other natural calamities);
 � damage of the product construction by the consumer and third parties;
 � malfunctioning and defects, caused by the absence of scheduled maintenance 

and inspection of the product;
 � completed manual is not provided.

For questions about the service, please contact the organization that carried out the installa-
tion of the equipment.

12. COMMISSIONING CERTIFICATE
Serial number and production date  ________________________________________________
 data from the product label

Information on the organisation, authorised to perform mounting and maintenance
 _____________________________________________________________________________
 _____________________________________________________________________________

name, address, phone

 Mounting date ________________________________________
 day, month, year

 LS Signature of the person, 
  in charge of mounting _____________  ____________________ 
 signature full name

The consumer (Client) has checked the content of the set, is informed on and agrees with the 
warranty period, and has no complaints about the external look of the product. The product is 
mounted and adjusted according to the established requirements and is approved for operation. 
The user was instructed on the existing hazards and risks, and informed about operation rules.
Information about the client (consumer)  ____________________________________________
 _____________________________________________________________________________

name, address, phone

 Client⁄s (customer⁄s) 
 signature ____________________ ________________________ 
 signature full name
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13. INFORMATION ON REPAIRS DURING WARRANTY PERIOD
Information about repairing organisation ___________________________________________

List of repairs __________________________________________________________________

 _____________________________________________________________________________

 _____________________________________________________________________________

 Repair date ___________________________________________
 day, month, year

 LS Signature of the person 
  in charge of repair____________  _________________________ 
 signature full name

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 
Information about repairing organisation ___________________________________________

List of repairs  __________________________________________________________________

 _____________________________________________________________________________

 _____________________________________________________________________________

 Repair date ___________________________________________
 day, month, year

 LS Signature of the person 
  in charge of repair____________  _________________________ 
 signature full name

14. STATEMENT OF COMPLIANCE
Copies of declarations of compliance you may �nd at: 
http://www.alutech-group.com/en/products/other/automatics/documents

Made in China. Manufacturer: «Shanghai Baolu Technology Co., Ltd.» 
8 / f, Sianlu Industry Park, 3009 Gudai Road, Shanghai 201100, China.  
Phone: 0086 21 54888982, fax: 0086 21 54888926

Importer to the Republic of Belarus / Authorised representative: 
ALUTECH Systems s.r.o., 348 02, Czech Republic, Bor u Tachova, CTPark Bor, Nova Hospoda 19, 
D5-EXIT 128. Phone / fax: + 420 374 6340 01, e-mail: info@cz.alutech-group.com

SPECIAL NOTES
 ______________________________________________________________________________

 ______________________________________________________________________________

 ______________________________________________________________________________

 ______________________________________________________________________________

 ______________________________________________________________________________

 ______________________________________________________________________________

 ______________________________________________________________________________

 ______________________________________________________________________________
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